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	Specifications of Single-Color Led Module
Model：KT –P10-R-4S-SMD
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· Feature：
1. Energy Saving: Compared with traditional Led Module,new P10 save more than 50% energy due to higher brightness SMD Led.
2. Long Life Span:≥35,000 hours.
3. Circuit : used Constant current drive ,which show more clear.

4. Function: Show time, words, picture, cartoon, advertise, stock market etc.
5.Warranty: 1 year
Application: The mall, meeting room, museum, bank etc.
· Product Picture：
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· LED Pixel Composition
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Led Module Electric Features:
	ITEM
	              DESCRIPTION

	Pixel  Pitch
	               Pitch  10 mm

	Display resolution
	               32×16Dots

	Pixel configuration
	                  R

	Physical density

	              10000(pixels/㎡）

	Driving Method
	             1/4 dynamic scanning

	Data Interfaces
	                HUB12

	Panel size
	              320×160mm

	Gray scale
	                256

	Brightness
	              1400CD/㎡

	Viewing angle
	              H:150°/ V:120°

	Option  distance
	              >5M 

	LED Encapsulation
	              SMD 3528

	LED Wavelength
	R=625nm 

	Working Voltage
	               DC5V

	Max Consumption
	               17W

	Working Consumption
	               10W

	Life Time
	             35000 Hours

	Environment Temperarture
	              -40℃~60℃


· Product Size：（Unit：MM）
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The Front Side
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The back side
· The sketch map of power supply load
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Remarks: 
1. What the above photo shows is under the condition that the LED display screen works well and the power utilization rate is up to 75%.
2.The current for single led module working is about 1.5A～2.5A. In order to ensure the power supply’s reliable work for a long time, the power utilization rate should be up to 75%,that is 30A.
3.In the process of actual use, the power supply load can be adjusted accordingly.
· The application picture
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· Packaging:
In accordance with your requirements, we can give the products better packaging without breaking relevant stipulations and criterions. We can also offer you relative packaging scheme for reference, according to your order quantity, shipping way and sales way.

Packaging Details
	
	Carton size
	Net Weight
	Gross Weight
	QTY/carton
	Remarks

	Carton
	400*340*345MM
	14KG
	15.5KG
	50PCS
	Shipping mark can be customizd


Notice: If there is any difference, please refer to our official shipment documents!
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Katherian Zhang


Sales Manager


--------------------------------------------------------------------------------


Kento International And Trade Limited


Room702, Building B, Baoan Zhigu Technology Park ,


No.4, Yingtian Road, Xixiang,Baoan District, 


Shenzhen City, Guangdong Province, China.


Katherian Zhang


Mobile: +86-13410996057    Tel: 86-0755-23303500-806


WeChat:13410996057       QQ: 2740482631


Skype: katherian.sales@kento-china.com


Email: katherian.sales@kento-china.com


Web: http://www.kuangtong.com/en/


          http://kento.en.alibaba.com
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